U
PANDA WV 0250/0500 C BBSCH

Amplificatoare de vid

VACUUM SOLUTIONS
Part of the BUSCH GROUP

Fiabil

Design solid al lobilor, constructie robusta, fiabil in conditii de functionare variate, racord gaz de blocare

Performanta ridicata

Eficienta volumetrica excelenta, presiune finalda mare, mdreste performanta unui sistem de vid de pana la zece ori, supapa bypass
integrata, conceput special pentru aplicatii cu vid grosier si mediu

Flexibil

Poate fi montat direct cu flansa pe sistem Tn orice pozitie, amplificd performanta tuturor tipurilor de pompe suport, cu evacuare verticala
sau laterala, perfect adaptat pentru procese chimice

Accesorii, piese de schimb si optionale

* Cuplaj magnetic
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Amplificatoare de vid

VACUUM SOLUTIONS

Part of the BUSCH GROUP
Desen dimensional Vitezd de pompare
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PANDA WV 0250 C PANDA WV 0500 C

Viteza nominala de pompare 250 /300 m?h (50/60 Hz) 500 / 600 m>/h (50/60 Hz)
Vitezi de pompare 235 /285 m*h (50/60 Hz) 480/ 575 m*/h (50/60 Hz)
Diferenta de presiune maxima 85 hPa (mbar) (50/60 Hz) 85 hPa (mbar) (50/60 Hz)
Putere nominala a motorului 1,0/1,2 kW (50/60 Hz) 2,2/3,0 kW (50/60 Hz)

Viteza nominala a motorului 1500 / 1800 rot/min (50/60 Hz) 3000 / 3600 rot/min (50/60 Hz)
Greutate aprox. 146 kg 146 kg

Dimensiuni (L x W x H) 904 x 352 x 422 mm 917 x 352 x 422 mm
Admisie/evacuare gaz (verticald) DN 100 ISO / DN 100 ISO DN 100 ISO / DN 100 ISO
Admisie/evacuare gaz (orizontala) DN 100 ISO / DN 063 ISO DN 100 ISO / DN 063 ISO

DORITI SA AFLATI MAI MULTE?

Contactati-ne direct!
office@buschvacuum.ro sau +40 770 709 709

FORMULAR DE CONTACT SUNATI-NE ACUM
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